RAFSTAL

PRZEPUSTNICA
miedzykotnierzowa

Dane techniczne:

Zabudowa wg rysunku.

Wykonanie wg PN-EN 593:2008.

Warunki odbioru wg PN-EN 12266-1:2007
klasa szczelnosci - B

ci$nienie robocze PN10, PN16, PN25*
Temperatura pracy - do 250°C

Cechy konstrukcyjne:

Maksymalne predkosci przeptywu: - czynniki ciekte
(woda) 4 m/s, - czynniki gazowe (powietrze) 30 m/s.
Mozliwe wykonania: naped reczny,
elektromechaniczny lub pneumatyczny.

Wszystkie elementy sg zabezpieczone przed
korozjg.

Zawsze uzgadnia¢ wersje wykonania.

Wykonanie standardowe :

PN10, 200°C, stal nierdzewna, farba poliwinylowa
100um, bez napedu *.

Zastosowanie:

Woda przemystowa, morska i stodka, para wodna,
oleje napedowe i opatowe, powietrze, gaz oraz inne
czynniki neutralne w zaleznosci od zastosowanych
materiatéw na pierscienie uszczelniajace.

Montaz:

Dopuszcza si¢ dwustronne dziatania.
Zaleca sie montaz przepustnic zgodnie z
oznaczonym kierunkiem przeptywu.
Zabudowa przepustnicy:

DN 80-250 dowolna

DN 300-400 naped z boku - wat poziomo.

* - mozliwe inne wykonania

BUTTERFLY VALVE
wafer type

Technical data:

face to face lenght acc.

execution acc.to EN 593: 2004
Conditionals of acceptance acc. EN 12266-1
leakproofness class - B

working pressure PN10, PN16, PN25*
working temperature - up to 250°C

Design features:

Max flow rate:

- liquids (water) 4 m/s, - gases (air) 30 m/s.
Executions with: mechanical, electric, pneumatic
drive possibility.

All parts are protected against corrosion.

The version of execute should be always agreed.

Standard execution:
PN10, 200°C, Stainless stel, Polivinyl paint
100um, without drive *.

Application:

Sea water, industrial water, steam, potable water,
waste water, fuel oil, air, and other neutral media
depending on kind of sealing rings.

Assembly:

Baterfly valves are both side action.
Recommended assembly in accordance with
direction of flow:

Assembly for:

DN 80-250 every

DN 300-400 drive from the side - shaft horizontaly.

*- other executions on request

3ATBOP
MexdnaHueBbIn

TexHuyeckue napameTpbl:

YcTaHOBOYHas ANUHA COrT. pUC
WcnonHeHue cornacHo EN 593: 2004
Ycnosusa npuema corn. PN-EN12266-1
Knacc repmetnyHoctn - B

Pa6ouyee nasnexdne PN10, PN16, PN25*
Pab6ouas Temnepartypa o 250°C

KOHCTpYKTMBHbIE OCOGEHHOCTH:

MakcumanbHas CKOpPOCTh:

- XuakocTs (Boaa) 4 m/cek.

- ra3 (Boagyx) 30 m/cex.

BO3MOXHbIE UCMONHEHNA: pquoﬁ, 3ﬂeKTp0MEXaNVI"IeCKMﬁ
WUN1 NHeBMaTUHECKUiA NPUBOA.

Bce anemeHTbI 3aluMLLIEHb! OT KOPPO3UK.

CTaHpaapTHOe MCNoNHeHNe:
PN10, 200°C, cTansb,
kpacka 100um, 6e3 npueoga .

MNpumeHeHue:

MpombilneHHas, Mopckas, NpecHas Bofa, MasyThl,
KaHanu3auuoHHbIe CeTwn, ras, Bo3ayx v apyrue
HelTpanbHble BeLecTsa B 3aBUCHMOCTH OT
ncnonb30BaHMA YNNOTHAOLWMX NPOKNaaoK.

YcraHoBKa:

3aTBOpbI ABYXCTOPOHHUE.
3aTBOpbl crneayeT ycTaHaBnuBaTb COrnacHo
yKasaHHOMY HanpasneHuo.

YcTaHoBOYHas AnuHa:

DN 80-250 niobas
DN 300-400 npwuBoa ¢ 60Ky, Ban ropu3oHTanbHo

*- BO3MOXHbI APYr1e UCMONHEHNs
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Sposéb zamawiania/ Order procedure/ Cnoco6 3akasa: ?A\\\\w N
Nr wyrobu; DN; PN;
Product number; DN; PN;
Ne usnenus; DN; PN;
Przyktad, Example, lpumep:
4490; DN250; PN10.
MATERIALY
No. Nazwa
1. Standard
1 Kadtub EN-GJL-250 (GG25), EN-GJS400-15(GGG40)
2  Klapa X20Cr13
3 Naktadka EN-GJL-250 (GG25), EN-GJS400-15(GGG40)
4 Wat X20Cr13, X17CrNi16-2
5  Pierscien uszczeln. X5CrNi 18-10
6 Pokrywa EN-GJL-250 (GG25), EN-GJS400-15(GGG40)
7 Tulejki CuZn37 (M63)
8  Uszczelki AF300
9  Szczeliwo Polaflon lub Grafit
11 Pierscien dwudzielny CuAI5Zn5Pb5-C (B555)
12 Kotek stozkowy X20Cr13
13 Pierscien uszczelniajgcy PTFE
14  Dtawik EN-GJL-250 (GG25), EN-GJS400-15(GGG40)
15 Mostek X20Cr13
D K | n Masa
DN PN L B A d i k z s™ | s h
PN10  PN16  PN10  PN16  PN10  PN16  PN10  PN16 4490
mm  bar mm szt mm kg
80 55 300 184 138 200 160 18 8 4 (9 (70| 11 17 15 5,6
100 60 322 271 158 220 180 18 8 4 (9 (70| 1 17 25 8,5
125 (12) 65 363 320 188 250 210 18 8 4 9 70 14 17 25 1
150 (25" 70 394 340 212 285 240 22 8 4 9 70 14 22 30 15
200 85 447 345 268 340 295 22 8 12 (4 |9 | 70| 17 22 30 24
250 95 530 360 320 395 405 350 355 22 26 12 12 (4 (11(102| 22 22 36 37

** - przektadnia PRO-GEAR

Ze wzgledu na ciggly rozwdj firmy zastrzegamy sobie prawo do modyfikacji produkowanych wyrobéw.
B cBA3M € NOCTOAHHLIM pa3BuTEM (BMPMbI Mbl COXpaHsieM 3a coboii NpaBo BHECEHUs MOANCMKALIMIA B NDON3BOANMbBIE N3AENUS.



